CATERPILLAR DG

Track-type
Tractor

Series B

# 93 HP Cat Diezel Engine with adjustment-free fuel system uses non-
premium fuels without fouling.

¢ [irect drive transmizsion with quick-shifting forward-reverse lever and
Cat oil cluteh.

* Hydraulically-boosted steering clutches and self-energizing contracting
band brakes.

= Patented Sealed Track extends pin and bushing life up to 3095, Track
rollers, carrier rollers and idlers are Lifetime Lubricated,
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TRACK-TYPE TRACTOR
Series B

ENGINE:

Flywhee] horsepower ........... 91 @ 1670 RPM
i mat ]'tnl:sL].l-u'n'l:r at the flywhesl of the stan-
dard engine upﬂmtinﬁiunder normal temperature

and barometrie eonditions —up to 85° F. (20
C.p oand 2600-ft, altitude (760 m). Standard en-
gine equipméent includes fan, air cleaner, water
pump, l-l;nutinn: oil pamp, fuel pump and
Feneral ur.
Drawhar horsepower ., .
NACC horsepower for U, 5. tax |:|Ur].|-u5cs aateie

Dresign Data:
Caterpillar four-stroke cycle diesel Model DE33
with aix eylinders, 4.6 bore (114,32 mm), 5.5
stroke (13,7 mm), and 625 cubic inch (8,603 lit)
matan diﬂp]an:‘mcn!.

Individunl adjustment-free fuel injection pumps
and non-fouling precombustion chambers,

Cam-ground and tapered alominam alloy pistons
with threae- nng dizign, eooled by il spray. Stecls
backed aluminum a]fu_'; bearings, Hi-Electro hanrd-
ened ecrankshaft journals. Pressure lubrieation with
full-flow filtered oil. Dry-type air cleaner,

L_!s:l.".-l- ecomomical No. 2 Fuel (il (ASTM Specifi-
cation DISE-48T), ofven ealled No. 2 fumace or
burner oil, with a minimum cetane rating of 36
Premium quality diesel fuel can be used but is not
required.

Starting Methods: 24-valt direct electric or in-
dependent gasoline engine.

- 7B @ 1670 RPM
48,8

FLYWHEEL CLUTCH:

Lubricated amnd esoled by pressurized ol to minis
mize friction during engagement, reduce heat build-
up. Conmected to transmisaion by double U-joint

TRAHSMISSION:
Unit construction. Sliding gear type with fast
forward-reverse shift. Power take-off shaft is uni-

directional.

SPEED AMD DRAWEBAR PULL:
Standard Transmission
Cirgrebzr Pyl Forwgid

Foreand Ravarid Rated Manimuwn®
Cagr MFH kel BMFH k% Poends kg Peunds kg
1 L.7( 2,7y 21 ( 3A4) 17,240 (T820) 21,000 (956300
2 2.6 4.2) 3.2( 52) 10,900 E-IB-IEI! 13,3840 (GOT0)
3 370 G0) 46 ( TAd T0H (3ZH) B.ﬂE’l}{H:-[H:I]
4 52 ( BA) 64 (10,3) 4670 (2120) 5910 (2
6 638 (109) — — 3,190 1-15'[I:| 4,140 lEHI:I

Optional Transmission, with E]D!I’."]}" lpum:d working
apeeds

1 1B(Z3) 23{3,7) 15970 (T240) 19470 (8830)

2 X540y 31500 11,280 (5180) 1:1.8:-1} {6280)

4 3048y ITI59) 9,120 (4140) 11,250 (5100)

4 LE(58) 441(7.1) r.-I'T[.‘I (F350) 'B-.ﬂ'?ﬂ (4200

5 B0(97) — — $E830 (17400 4,910 (2220)

*Depends on weight and traction of fully equipped
troctor.

COMVERSION TABLE

1 Mils = 1,609 Kilomsters 1 LE = 0,438 Tam
| Foo = 30,48 Centimeters | 5g. In. = 6452 54, Cenlimeters
1 Imch ™ E5 Centloretera 1 8g. Ft. = ¥29 8g. Conlimetlars
I U.8. Gal. = 573856 Liters 1 5q. Yd, = 3,336 . Sletary
1 US Gal, = 8838 Imp. Gala i Cu. Yd. = 0,TEiE Meterd

I 1.5, Gal, THesed Fuel & 7.1 Lb, {apgrox.)

1 U5 Gal. Coslant = B.3 Lk, (&ppssa)

STEERING:

Hydraulically-boosted multiple-dize elutehes. Self-
cnergizing contracting band brakes, Clutch and
brake azzemblies can be servieed as a unit.

FINAL DRIVES:

Crown shaved, cosrse piteh final drive gears. Float-
ing Duo-Cone Seals.

TRACK ROLLER FRAME:

Reinforced box-section construction, Lifetime Lu-
I_}d:rll;:v:ited rellers and idlers. Optional small-diameter
idler.

MNumber of vollers (cach side) ... ... ....... Six
Ozcillntion at front idler:
74" (1880 rnm; BAULE ... ..... 104 (270 mm )
GO (16234 mm) ERUE® ceanvee. 11%° (Z200 mm)
TRACHK:

Patented Sealed Track extends pin and bushing life

ap te 30%. Serew-type track adjusters; hydraulie
type are optional, .
Number of shoes {ench side) ....0cvivvannaa 40

Width of standard shee . .....0000.
Length of track on ground (eenter of

sprocket to center of Wdlerd ... 86757 (2207 mm)
Ground contact aren with

L™ (40 mm )

16 shees . ... canes s ZJTED gq- in (1,79 m=)
Grovser height {fmm ground {ace

af Hhat} ....................... ZL 7 (64 mm)

GEMERAL DIMENSIONS:

GRAUTE .cvvnvnes T4° (1880 mm) ar 60° {1624 mm)
Lrhg‘lh. everall ... .. ..., 1298 " (3854 mam )
Width, oversll:

Th" KAOPE . csvccsantsamnnnnss B3 (2376 mm)

60" gauge . o "EI?;; {2019 mm)

SETLA Y |
[ 1G5 mam )
Ground elearanee I:!'n:-m !J-u}'tt-l;rm i'm;:-r_r ul' thr_'-}
4" ﬂ:l.l.lm:' o (342 mm)
Q0" ERUEE - o cnvarrasrsnrnannnn 1.4- (356 mim )
Dl'awh-ar he:wht {from 'h-u'l:-:m face of shoe):
High |1n:-.:|l'.|nr1 oG creae AT (444 mam)

Height, n'.'vr'ru.l I I:{'::e'lu-rl.mg' 5:::1-:5}

Law pasition . cisasassaanas 147 (356 mm)
CAPACITIES: U5 Gal (liters)
Fuel tank . TR - . {246}
l'_‘::-ulllmayutn:m--...1.'...........-.11 (42)
Lubrication systoms:
Diesel erankease ..... . Blg (21}
Starting engine crankease ....... % [ 3)
Steering cluteh hydraulic
control unit | e e L) { 6]
Transmission . .. ... .....-...-..!II:I'.E {40
Flywheel ecluteh . e mme e G {9)
Final drives -[r'tr:h:l
4 T ERuge . Tttt et oo AR {12}
T gauge . N [ 9)
WEIGHT, s'h.tpp g {a].lp!'u:-: 'H
T4" gauge . s w o 18,300 1b. (8300 kg)
B ZBUPE .cuoviaciacnaincaas 17,950 b, (B130 kg)

CATERPILLAR

Caer pillar gad ot ges Beghtered Trodemarks of
Catecpillas Teacrar Ca,

Marsriali @ ipaelicariaas anm wbie 1o charge withoul Betite.

AE A0RY-04 [4-4%)
(Sepanede form 1803183 E)

Frindad Ia 5 A,



